
Module Dimensions
RC7-CE™: H: 1.6” (40mm) x W: 6.48” (164mm) x D: 4.55” (115mm)
RC7-HE™: H: 1.6” (40mm) x W: 8.65” (219mm) x D: 4.55” (115mm)
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SCTLink™ Cable Specs
Integrator-Supplied CAT6 STP/UTP Cable

T568A or T568B (10m-100m min/max Length)

Important: Due to the power 
demands of the camera, it is best 
practice to utilize SCT’s provided 
RC-RKM™ rack shelf to facilitate 
ventilation.

• Sony SRG-360SHE
• Sony SRG-X120
• Sony BRC-X400
• VDO360 Saber20X NDI

• QSC Q-SYS PTZ 12x72
• QSC Q-SYS PTZ 20x60
• Sony SRG-120DH
• Sony SRG-300H

• Marshall CV630
• Marshall CV730
• Minrray  UV401A
• PTZ Optics PT12X-SDI
• PTZ Optics PT20X-SDI
• PTZ Optics PT30X-SDI

• Aver TR320
• Aver TR530
• Lumens VC-A50P
• Lumens VC-A50PN
• Lumens VC-A61P
• Lumens VC-A71P
• Lumens • Lumens VC-A71PN 

The RC7-UNIE™ supports multiple camera models:

RC7-UNIE™ Application Guide


